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Project Information:

All dimensions provided are nominal.  
Allowance must be made for dimensional tolerance in handcrafted glasses.
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FIXTURE - LAMP OPTIONS - METAL FINISH - OPTIONS
ZORO Zoro LED 2x 6W LED BK Black 277 277V

3000K WH White DIM010 0-10 Dimming
LED35 3500K
LED40 4000K E x .  ZO RO - L E D - B K

Z o r o  Wa l l ,  B l a c k  F i n i s h

SPECIFICATIONS:
DESCRIPTION
The Zoro metal wall sconce embodies timeless elegance with its classic half-
cylinder shade. Available in both White and Black finishes, this fixture exudes 
versatility and style. The innovative design of Zoro features top and bottom 
lighting, providing a balanced and enchanting illumination that beautifully 
complements any interior or exterior space.

LAMPING
LED: Dual 6W Integrated LED sources, dimmable, 90+ CRI, 1200 lumens total, 
25,000 hours. (Standard CCT is 3000K, 3500K and 4000K are also available)

CONSTRUCTION
Faceplate and backplate of metal powdercoated in White or Black finish.  
6.25”L x 12” H x 4” D

MOUNTING 
Installs directly to a 4” octagonal outlet box, centered on fixture. 

LABELS
UL Listed. Suitable for Wet Locations.
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