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Project Information:

All dimensions provided are nominal.  
Allowance must be made for dimensional tolerance in handcrafted glasses.

location: 
DAMPSEMI-FLUSH MOUNT CEILING

MITZI 7 CEILING SHOWN IN SALMON (MITZI7SAC)

SPECIFICATIONS:
DESCRIPTION
The Mitzi collection combines a stylized multi-striped outer European glass with a 
matte opal inner diffuser, creating an interesting dimensional depth using layers. 
Contributing to the effect is the manner of applying the multi-stripes, where they 
alternate between inside and outside the glass and thus alternate between glossy 
and matte in finish.

LAMPING
Standard: 60W MAX E26 base T10, 120V, lamp not included. Dimmable with 
standard incandescent dimmer (not included). 
LED: 9W Replaceable source, 120V, CL dimmable, 90+ CRI 3000°K CCT, 800 
lumens, 30,000 hours, lamp included.

DIFFUSER 
Shade shall be of glass with a stylized multi-striped outer glass and a matte white 
inner glass. 7.375” Dia. x 6.75” H

CONSTRUCTION 
Canopy (5” dia.) is plated stamped steel. Canopy and glass retainer hardware 
are available in Black, Bronze or Satin Nickel finish.

MOUNTING
Installs directly to a 4” octagonal outlet box, centered on fixture.  
90°C supply wire required for incandescent lamping. 

LABELS
UL or ETL Listed. Suitable for Damp Locations (interior use only).

M I T Z I  7

ORDERING:

MITZI7CRC
CHARTREUSE

MITZI7FRC 
FROST

MITZI7CYC
CYAN
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6.75”

7.375”

FIXTURE/DECOR - LAMP OPTIONS - METAL FINISH
MITZI7CRC 7” Chartreuse (blank) 60W T10 BK Black
MITZI7CYC 7” Cyan LED 9W LED BR Bronze
MITZI7FRC 7” Frost SN Satin Nickel
MITZI7SAC 7” Salmon
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